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TIPPTEX GEOTEXTILES

TECHNICAL SPECIFICATION

Ce

0799-CPD-14

<IN

IS0 9001:2000
Certificate: 75.100.9086

Test unit| B5 | B7 | B8 | B10 | B11 | B12 | B14 | B16 | B18 | B20 | B22 | B24 | B28 | B30 | B40 | B50 | B60 |Pavemat
Method

Weight o/m?] 100 | 130 | 140 | 150 | 170 | 200 | 230 | 250 | 280 | 300 | 350 | 400 | 500 | 600 | 800 | 1000 | 1200 | 4140
EN ISO 9864 (05.2005)

Thickness at 2 kPa

EN IS0 9863 (05.2005) mm | 11 13 | 14 | 15 | 16 | 17 | 21 22 | 23 | 24 | 25 | 25 | 30 | 35 | 50 | 80 | 85 14
Tensile strength MD woml 8 7 ] 10 11 12 14 16 18 20 22 24 28 30 40 50 60 8
EN ISO 10319 (06.1996) cD 5 7 8 10 11 12 14 16 18 20 22 24 28 30 40 50 60 8
Elongation at break MD % 60 60 60 55 55 55 55 55 55 60 55 55 60 65 90 100 | 100 60
EN ISO 10319 (06.1996) cp| ”® 70 70 70 60 65 65 65 60 60 60 60 55 60 65 90 | 100 | 100 70
Static puncture (CBR test)

EN 10 12236 (11.2008) kN | 10 | 14 | 14 | 17 | 20 | 22 | 25 | 30 | 31 38 | 40 | 45 | 55 | 60 | 80 | 100 | 120 | 145
Cone drop test mm | 40 30 26 25 25 22 16 15 12 12 10 13 12 8 8 1 0 26
EN ISO 13433 (10.2006)

Pore size, Oy

EN 1S 12856 (06.4999) mm | 01 0,1 0,1 01 | 009 | 008 | 008 008 | 0,08 | 008 | 0,08 | 008 | 0,08 008 | 007 | 007 | 007 0,1
mit:‘;rfgﬁeeag:gﬂ Viwo | mis | 0,09 | 009 | 009 | 009 | 009 | 008 | 0075 0070 | 0,07 | 0,05 | 0,04 | 0,04 | 0035 | 0035 | 002 | 002 | 0,02 | 009
T e 08 (06 oge) q|ms| 90 90 90 90 90 80 75 70 70 50 40 40 35 35 20 20 20 90
Roll dimension unit| B5 | B7 | B8 | B10 | B11 | B12 | B14 | B16 | B18 | B20 | B22 | B24 | B28 | B30 | B40 | B50 | B60 |Pavemat
Width 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 3,8
Length 100150 | 10050 | 100150 | 100450 | 100 | 100 | 100 | 100 | 100 | 100 | 100 | 100 | 100 | 50 50 50 50 100
Area m” | 500750 | 500750 | S007s0 | 500750 | 500 | 500 | 500 | 500 | 500 | 500 | 500 | 500 | 500 | 250 | 250 | 250 | 250 380
Weight of roll kg | 57/82 | 72105| 77112 821120 92 | 107 | 122 | 132 | 147 | 157 | 182 | 207 | 257 | 157 | 207 | 257 | 307 62
Diameter of roll om | 3230 | 35142 | 36143 | 40147 | 41 43 46 49 50 51 52 53 67 46 65 68 72 38

TiPPtex geotextiles are a wide range of needle punched polypropylene non woven fabrics, one or both side thermotreated.

All values presented in this table are averages from standard tests and are, though not guaranteed, to the best of our knowledge true and accurate.

Customs code: 56 03 94 90

Holland, Dorpsstraat 50, 2396 HC Koudekerk a/d Rijn, tel: +31 71 541 95 46, fax: +31 71 589 66 63, E-mail: geotipptex@acquest.nl

Hungary, PO Box 133, 3581 Tiszaujvaros, tel: +36 49 540 940, fax: +36 49 540 942, E-mail: gectipptex @aeotipptex.hu

Polypropylene density: 0,9 g/cm®
Melting point of polypropylene: +165°C
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